
Soluciones para espacios confinados

Herramienta interactiva
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Nº APLICACIONES 5 6
4

Acceso superior a un tanque de almacenamiento. Protegido 
por una solución móvil davitrac.1

8

Trabajos ocasionales de mantenimiento en la cubierta.

Protegido por una línea de vida temporal entre dos sistemas 
davimast.

2

Acceso a espacio confinado subterráneo. Protegido por 
tracrod.

Adaptador instalado de forma permanente - punto de anclaje 
móvil.

3 2 9
10

Solución combinada para subir escaleras y tejados.
Protegido por davimast.

Adaptador instalado de forma permanente, punto de anclaje 
móvil.

1

4

Acceso a almacenes industriales. 
Protegido por davimast

Adaptador instalado de forma permanente, punto de 
anclaje móvil.

5 7

Escalera interna de acceso a un tanque de 
almacenamiento Protegido por una escalera de seguridad 
tipo FABA A12.

6 3

Acceso subterráneo temporal. Protegido por el trípode 
móvil tracpode 7

Elevación motorizada. Menos de 13 m. CMU máx. 500 kg.

davitrac con caRol MO.8

Navegando por esta herramienta interactiva
Elevación manual de materiales. Menos de 30 m CMU 
máx. 250 kg.

davimast con caRol TS.
9

Haga clic para descargar  Página siguiente Página principal Configura tu solución
Trabajo en azotea.
Protegido por el punto de anclaje davimast 360°.10

ver un video Pagina anterior Contáctenos
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Gama espacios confinados

davitrac davimast tracpode tracrod Escalera FABA con 
anticaídas integrado

• EN 795-A • EN 795-B • EN 795-A• EN 795-A

• EN 795-B (cuando se utiliza con la base H
estabilizante

• adaptador

• Puntos de anclaje anticaídas para 2 usuarios
de150 kg cada uno. Los puntos de anclaje se
pueden utilizar para trabajos de acceso por
cuerda.

• Punto de anclaje de elevación de material
con una CMU de 500 kg de conformidad con
la Directiva de Máquinas 2006/42/CE.

• Se puede utilizar para la elevación manual o
motorizada de cargas.

• Instalación permanente o temporal con varias
bases disponibles.

• Diseñado para ser fácilmente transportable
desde y hacia el sitio.

• Puntos de anclaje anticaídas para 2
usuarios de 150 kg cada uno.

• Punto de anclaje de elevación de material
con una CMU de 250 kg de conformidad
con la Directiva de Máquinas 2006/42/CE.

• Se puede utilizar para la elevación manual
de cargas .

• Instalación permanente o temporal con
varias bases disponibles, igual que las
bases davitrac excepto portátiles.

• Adaptador estabilizador H.

• Mástil diseñado para ser fácilmente
transportable desde y hacia el sitio.

• Puntos de anclaje anticaídas para 2
usuarios de 150 kg cada uno. Los puntos
de anclaje se pueden utilizar para trabajos
de acceso por cuerda.

• Punto de anclaje de elevación de material
con una CMU de 500 kg de acuerdo con la
Directiva de Máquinas 2006/42/CE.

• Se puede utilizar para la elevación manual
o motorizada de cargas.

• Instalación temporal.

• Diseñado para ser fácilmente transportable
desde y hacia el sitio.

• Puntos de anclaje anticaídas para 2
usuarios de 150 kg cada uno.

• Punto de anclaje de elevación de material
con una CMU de 150 kg de conformidad
con la Directiva de Máquinas 2006/42/CE.

• Se puede utilizar para la elevación manual
de cargas.

• Barra diseñada para ser fácilmente
transportable desde y hacia el sitio.

• EN 14122-4

• EN 353-1

• Escalera con anticaídas integrado.

• Rango de alta capacidad 150 kg.

• Instalación permanente.
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Recomendaciones de productos
Sistema de anclaje

davitrac
+ Adaptador estabilizador H portátil
• Puntos de anclaje anticaídas para 2 usuarios de 150 kg cada uno. Los puntos de anclaje se pueden utilizar para trabajos de acceso por cuerda.
• Punto de anclaje de elevación de material con una CMU de 500 kg de conformidad con la Directiva de Máquinas 2006/42/CE.
• Se puede utilizar para la elevación manual o motorizada de cargas.
• Instalación permanente o temporal con varias bases disponibles.
• Diseñado para ser fácilmente transportable desde y hacia el sitio.

davitrac

Adaptador
Modelo Código

davitrac

Adaptador estabilizador H portátil

286819
210098

EN 795-B

Sistema anticaídas
Usuario principal Usuario secundario

blocfor 20 R ESD 150 kg con soporte
+ caRol R con soporte para trabajar
suspendido en cuerda

blocfor 1.8 A ESD 150 kg

Dispositivo anticaídas con tecnología ESD, apto para su 
uso en cubiertas planas. Cinta de 1,8 metros.blocfor

Modelo Código
Modelo CódigoBlocfor 20R ESD 150 kg con 

soporte - cuerda galvanizada
84122 blocfor 1.8 A ESD 150 kg 

M10 - M47
70592

CaRol R con soporte - cable de 
20 mEN 360 / EN 1496 EN 1496

286949 caRol EN 360

Arnés
Arnés HT Transport
Diseñado para trabajos que requieran un alto grado de 
movilidad y la posibilidad de trabajar suspendido de 
cuerdas. El arnés se abre completamente por la parte 
delantera, por lo que es especialmente fácil ponérselo y 
quitárselo varias veces al día si es necesario.

Arnés HT 55 A
Arnés universal y muy confortable con gran confort para un 
trabajo prolongado.
1 anilla de amarre dorsal "anilla en D" - 1 anclaje esternal - 1 
cinta subpélvica confort - 3 puntos de ajuste - Perneras de 
montaña independientes -Almohadilla dorsal confort X-pad: 
transpirable y flexible.

Modelo Código Modelo Código
HT Transport - Talla M - Hebillas 
automáticas

HT55 - Talla M - Hebillas 
automáticasEN 361 / EN 358 / EN 813 65952 EN 361 65632
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https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20UK/FT_T2506_davitrac_ind01_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20UK/FT_T2558_blocfor_20R_&_30R_with_davitrac_bracket_ind00_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20UK/FT_T2523_caRol_R_150kg-TS250-20m_&_30m_with_davitrac_bracket_ind00_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20UK/TS_HT%20transport%20A%20%20XP%20IND%2002.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20UK/TS_B1.8A%20ESD%20150%20KG%2010%2047.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Expert%20series/Expert%20series%20UK/FT_T2383_HT55A_IND03_EN.pdf
https://www.tractel.com/global/products/confined-space
https://www.tractel.com/global/about-us/global-presence
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20FR/FT_T2508_self_stabilizing_base_IND01_EN_FR.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2506_davitrac_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/T2508_FT%20base%20autoestabilizante_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Spain/FT_T2383_HT55A_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20SP/FT_T2392_HTtransport-AXP_IND02_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracrod/Tracrod%20ES/FT_T2298_CONSOLEBLOCFORPOURTRACROD_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2523_caRol_R_150kg-TS250-20m_&_30m_with_davitrac_bracket_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20EVO%20ESD%20150kg/Blocfor%201.8%20EVO%20ESD%20150kg%20ES/FT_T2519_B18A_EVO_ESD_150kg_M10_M47_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/T2508_FT%20base%20autoestabilizante_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/T2558_FT%20blocfor_20R_&_30R_con_soporte_davitrac_ind00_ES_1.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2523_caRol_R_150kg-TS250-20m_&_30m_with_davitrac_bracket_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20SP/FT_T2392_HTtransport-AXP_IND02_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20EVO%20ESD%20150kg/Blocfor%201.8%20EVO%20ESD%20150kg%20ES/FT_T2519_B18A_EVO_ESD_150kg_M10_M47_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Spain/FT_T2383_HT55A_IND03_ES.pdf
https://www.tractel.com/es/respecto%20nosotros/presencia%20global
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2506_DAVITRAC_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2508_BASE_AUTOESTABILIZANTE_IND00_ES.pdf
https://www.tractel.com/PIM/_recycle/T2558_FT%20blocfor_20R_&_30R_con_soporte_davitrac_ind00_ES_1.pdf
https://www.tractel.com/PIM/_recycle/FT_T2523_caRol_R_150kg-TS250-20m_&_30m_with_davitrac_bracket_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20ES/FT_T2413_BLOCFOR_1.8A_ESD_150%20KG_10_47_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20SP/FT_T2392_HT%20TRANSPORT-AXP_IND02_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Spain/FT_T2383_HT55A_IND03_ES.pdf
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Recomendaciones de productos
Sistema de anclaje

davimast con 2 puntos de anclaje 360°
para línea de vida horizontal+ Adaptador de suelo
• Puntos de anclaje anticaídas para 2 usuarios de 150 kg cada uno.
• Punto de anclaje de elevación de material con una CMU de 250 kg de acuerdo con la Directiva de Máquinas 2006/42/CE.
• Se puede utilizar para la elevación manual de cargas.
• Instalación permanente o temporal con varias bases disponibles, igual que las bases davitrac excepto el adaptador estabilizador H portátil.
• Mástil diseñado para ser fácilmente transportable desde y hacia el sitio.

davimast Adaptador

tempo 3
Modelo Código

punto de 
anclaje 360º

davimast

Punto de anclaje de 360° (X2)
tempo 3

Adaptador de suelo

210188
210198
207068
210108EN 795-A

Sistema anticaídas
Usuario principal Usuario secundario

blocfor 5 ESD 150 kg

Dispositivo anticaídas con tecnología ESD, apto para su 
uso en cubiertas planas. Cinta de 5 metros.

blocfor 5 ESD 150 kg

Dispositivo anticaídas con tecnología ESD, apto para su 
uso en cubiertas planas. Cinta de 5 metros.

Modelo Código Modelo Código
blocfor 5 ESD 150 kg - 
cuerda sintética

blocfor 5 ESD 150 kg - 
cuerda sintética

70652 70652

EN 360 EN 360

Arnés
Arnés HT 55 A
Arnés universal y muy confortable con gran confort para un 
trabajo prolongado .
1 anilla de amarre dorsal "anilla en D" - 1 anclaje esternal - 1 
cinta subpélvica confort - 3 puntos de ajuste - Perneras de 
montaña independientes -Almohadilla dorsal confort X-pad: 
transpirable y flexible.

Arnés HT 22
1 anilla de amarre dorsal "anilla en D" / 1 anclaje 
esternal / 5 puntos de ajuste / 1 cinta subpélvica.

Modelo Código
Modelo Código HT22 - Talla M - Hebillas 

estándarHT55 - Talla M - Hebillas 
automáticas

14002
EN 361 65632 EN 361

5 5
www.tractel.com www.tractel.com

https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20UK/FT_T2509_Davitrac%20Davimast%20Mounted_floor_adapter_ind00_EN.pdf
https://www.tractel.com/PIM/zz%20BIN/TS_B5%20ESD%20150%20KG.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Expert%20series/Expert%20series%20UK/FT_T2383_HT55A_IND03_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20UK/FT_T2259_HT22_IND03_EN.pdf
https://www.tractel.com/PIM/zz%20BIN/TS_B5%20ESD%20150%20KG.pdf
https://www.tractel.com/global/products/confined-space
https://www.tractel.com/global/about-us/global-presence
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Temporary%20life%20line/Tempo%203/Tempo%203%20FR/FT_T2307_Tempo3_FR-GB_IND01.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20UK/FT_T2590_matdavimast_IND00_uk.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20UK/FT_T2567_consoleancragerotaif%20360davimast_IND00_UK.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2590_matdavimast_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Spain/FT_T2383_HT55A_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2590_matdavimast_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2567_CONSOLEANCRAGEROTAIF360_DAVIMAST_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/T2509_FT%20soporte-base%20suelo_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%205-6/Blocfor%205%20ESD%20150kg/Blocfor%205%20ESD%20150kg%20ES/FT_T2322_B5ESD-150KG_IN00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%205-6/Blocfor%205%20ESD%20150kg/Blocfor%205%20ESD%20150kg%20ES/FT_T2322_B5ESD-150KG_IN00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Temporary%20life%20line/Tempo%203/Tempo%203%20SP/FT_T2307_Tempo3%20IND01_ES.pdf
https://www.tractel.com/es/respecto%20nosotros/presencia%20global
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Spain/FT_T2383_HT55A_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2590_matdavimast_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Temporary%20life%20line/Tempo%203/Tempo%203%20SP/FT_T2307_TEMPO3_IND01_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2509_SOPORTE_BASE_SUELO_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%205-6/Blocfor%205%20ESD%20150kg/Blocfor%205%20ESD%20150kg%20ES/FT_T2322_B5ESD-150KG_IN00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%205-6/Blocfor%205%20ESD%20150kg/Blocfor%205%20ESD%20150kg%20ES/FT_T2322_B5ESD-150KG_IN00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
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Recomendaciones de productos
Sistema de anclaje

tracrod
• Puntos de anclaje anticaídas para 2 usuarios de 150 kg

cada uno.
• Punto de anclaje de elevación de material con una

CMU de 150 kg de conformidad con la Directiva de
Máquinas 2006/42/CE.

• Se puede utilizar para la elevación manual de cargas.
• Varilla diseñada para ser fácilmente transportable

desde y hacia el sitio.

Modelo Código
tracrod

Montaje de soporte

207128
207118EN 795-A

Sistema anticaídas
Usuario principal Usuario secundario

blocfor 20 R ESD 150 kg con soporte
Anticaídas automático de cable galvanizado con 
cabrestante integrado. Se puede integrar fácilmente en el 
tracrod, sin herramientas. Permite asegurar un operario de 
hasta 150 kg, equipado con sus herramientas.

blocfor 1.8 A ESD 150 kg
Dispositivo anticaídas con tecnología ESD, apto para su 
uso en cubiertas planas. Cinta de 1,8 metros.

Modelo Código

Modelo Código blocfor 1.8 A ESD 150 kg 
M10 - M47

70592
blocfor 20R ESD 150 kg con 
soporte - cable galvanizadoEN 360 / EN 1496 81492 EN 360

Arnés
Arnés HT 55 CS
Se puede utilizar para espacios confinados. 
Particularmente adecuado para usar con un sistema 
respiratorio que se desliza fácilmente en el cinturón. 

1 anilla de amarre dorsal "anilla en D" - 1 anclaje esternal 
- 1 cinta subpélvicade confort - 3 puntos de ajuste -
Perneras de montaña independiente - Almohadilla de
espalda confort X-pad: transpirable y flexible

Arnés HT 22 con chaqueta reflectante naranja

1 anilla de amarre dorsal "anilla en D" / 1 anclaje esternal / 5 
puntos de ajuste / 1 cinta subglútea / 
chaleco naranja integrado

Modelo Código
HT22 - Talla M - Hebillas 
estándar

83782
Modelo Código

HT 55 CS - Talla M - 
Hebillas automáticasEN 361 83912 EN 361
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https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20UK/TS_B1.8A%20ESD%20150%20KG%2010%2047.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracrod/Tracrod%20UK/FT_T2301_ANCRAGETRACRODE150KG_IND00_UK.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20UK/FT_T2561_HT22vesteorange_IND00_UK.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracrod/Tracrod%20UK/FT_T2298_CONSOLEBLOCFORPOURTRACROD_IND00_UK.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20UK/FT_T2564_HT55Aconfinedspace_GB_FR.pdf
https://www.tractel.com/global/products/confined-space
https://www.tractel.com/global/about-us/global-presence
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracrod/Tracrod%20ES/FT_T2301_ANCRAGETRACRODE150KG_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20EVO%20ESD%20150kg/Blocfor%201.8%20EVO%20ESD%20150kg%20ES/FT_T2519_B18A_EVO_ESD_150kg_M10_M47_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracrod/Tracrod%20ES/FT_T2301_ANCRAGETRACRODE150KG_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracrod/Tracrod%20ES/FT_T2298_CONSOLEBLOCFORPOURTRACROD_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20SP/FT_T2564_HT55ACONFINEDSPACE_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20SP/FT_T2561_HT22VESTEORANGE_IND00_ES.pdf
https://www.tractel.com/es/respecto%20nosotros/presencia%20global
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20ES/FT_T2413_BLOCFOR_1.8A_ESD_150%20KG_10_47_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracrod/Tracrod%20ES/FT_T2301_ANCRAGETRACRODE150KG_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracrod/Tracrod%20ES/FT_T2298_CONSOLEBLOCFORPOURTRACROD_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Spain/FT_T2383_HT55A_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20SP/FT_T2561_HT22VESTEORANGE_IND00_ES.pdf
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Recomendaciones de productos
Sistema de anclaje

davimast con blocfor y soporte 
Protección contra caídas y rescate + Adaptador montado a suelo
• Puntos de anclaje anticaídas para 2 usuarios de 150 kg cada uno.
• Punto de anclaje de elevación de material con una CMU de 250 kg de acuerdo con la Directiva de Máquinas 2006/42/CE.
• Se puede utilizar para la elevación manual de cargas.
• Instalación permanente o temporal con varias bases disponibles, igual que las bases davitrac excepto el adaptador estabilizador H portátil.
• Mástil diseñado para ser fácilmente transportable desde y hacia el sitio.

davimast

Adaptador
Modelo Código

davimast

Adaptador montado a suelo

210188
210108

EN 795-A

Sistema anticaídas
Usuario principal Usuario secundario

blocfor 30 R ESD 150 kg con soporte
Anticaídas automático de cable galvanizado con 
cabrestante integrado. Permite asegurar un operario 
de hasta 150 kg, equipado con sus herramientas.

blocfor 1.8 A ESD 150 kg

Dispositivo anticaídas con tecnología ESD, apto para su 
uso en cubiertas planas. Cinta de 1,8 metros.

Modelo Código
Modelo Código blocfor 1.8 A ESD 150 kg 

M10 - M47
70592

blocfor 30R ESD 150 kg con 
soporte - cable galvanizado

84382
EN 360 / EN 1496 EN 360

Arnés
Arnés HT 22
1 anilla de amarre dorsal "anilla en D" / 1 anclaje 
esternal / 5 puntos de ajuste / 1 cinta subglútea

Arnés HT 22
1 anilla de amarre dorsal "anilla en D" / 1 anclaje 
esternal / 5 puntos de ajuste / 1 cinta subglútea

Modelo Código Modelo Código
HT22 - Talla M - Hebillas 
estándar

HT22 - Talla M - Hebillas 
estándar

14002 14002
EN 361 EN 361
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https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20UK/TS_B1.8A%20ESD%20150%20KG%2010%2047.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20UK/FT_T2259_HT22_IND03_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20UK/FT_T2259_HT22_IND03_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20UK/FT_T2566_blocforRavec%20console%20davimast_IND00_UK.pdf
https://www.tractel.com/global/products/confined-space
https://www.tractel.com/global/about-us/global-presence
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20UK/FT_T2590_matdavimast_IND00_uk.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20UK/FT_T2509_Davitrac%20Davimast%20Mounted_floor_adapter_ind00_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20EVO%20ESD%20150kg/Blocfor%201.8%20EVO%20ESD%20150kg%20ES/FT_T2519_B18A_EVO_ESD_150kg_M10_M47_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2590_matdavimast_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/T2509_FT%20soporte-base%20suelo_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2566_BLOCFOR_R_AVEC_CONSOLE_DAVIMAST_IND00_ES.pdf
https://www.tractel.com/es/respecto%20nosotros/presencia%20global
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20ES/FT_T2413_BLOCFOR_1.8A_ESD_150%20KG_10_47_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2590_matdavimast_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2509_SOPORTE_BASE_SUELO_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2566_BLOCFOR_R_AVEC_CONSOLE_DAVIMAST_IND00_ES.pdf
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Recomendaciones de productos
Sistema de anclaje

davimast con blocfor y soporte
Protección contra caídas y rescate + Adaptador de pared
• Puntos de anclaje anticaídas para 2 usuarios de 150 kg cada uno.
• Punto de anclaje de elevación de material con una CMU de 250 kg de acuerdo con la Directiva de Máquinas 2006/42/CE.
• Se puede utilizar para la elevación manual de cargas.
• Instalación permanente o temporal con varias bases disponibles, igual que las bases davitrac excepto el adaptador estabilizador H portátil.
• Mástil diseñado para ser fácilmente transportable desde y hacia el sitio.

davimast

Adaptador
Modelo Código

davimast
Adaptador de pared

210188
210118

EN 795-A

Sistema anticaídas
Usuario principal Usuario secundario

blocfor 30 R ESD 150 kg con soporte
Anticaídas automático de cable galvanizado con 
cabrestante integrado. Permite asegurar un operario 
de hasta 150 kg, equipado con sus herramientas.

blocfor 1.8 A ESD 150 kg

Dispositivo anticaídas con tecnología ESD, apto para su 
uso en cubiertas planas. Cinta de 1,8 metros.

Modelo Código Modelo Código

blocfor 30R ESD 150 kg con 
soporte - cable galvanizado

blocfor 1.8 A ESD 150 kg 
M10 - M4784382 70592

EN 360 / EN 1496 EN 360

Arnés
Arnés HT 22 R

Arnés universal con hebillas estándar y correas de 
rescate, diseñado específicamente para rescatar a 
un operador que trabaja en un espacio confinado.
1 anilla de amarre dorsal "anilla ern D" / 1 anclaje 
esternal / 5 puntos de ajuste / 1 cinta subglútea

Arnés HT 22
1 anilla de amarre dorsal "anilla ern D"  / 1 anclaje 
esternal / 5 puntos de ajuste / 1 cinta subglútea

Modelo Código
Modelo Código HT22 - Talla M - Hebillas 

estándarHT22 R - Talla M - Hebillas 
estándar

14002
EN 361 44962 EN 361
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https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20UK/TS_B1.8A%20ESD%20150%20KG%2010%2047.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20UK/FT_T2259_HT22_IND03_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20UK/FT_T2421_HT22R_IND03_EN.pdf
https://www.tractel.com/global/products/confined-space
https://www.tractel.com/global/about-us/global-presence
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20UK/FT_T2510_wall_mounted_adapter_ind00_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20UK/FT_T2590_matdavimast_IND00_uk.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20UK/FT_T2566_blocforRavec%20console%20davimast_IND00_UK.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20EVO%20ESD%20150kg/Blocfor%201.8%20EVO%20ESD%20150kg%20ES/FT_T2519_B18A_EVO_ESD_150kg_M10_M47_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2590_matdavimast_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2566_BLOCFOR_R_AVEC_CONSOLE_DAVIMAST_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/es/respecto%20nosotros/presencia%20global
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20ES/FT_T2413_BLOCFOR_1.8A_ESD_150%20KG_10_47_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2590_matdavimast_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2566_BLOCFOR_R_AVEC_CONSOLE_DAVIMAST_IND00_ES.pdf
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Recomendaciones de productos
Sistema de anclaje

Sistema FABA A12: detención de caídas en un raíl de acceso a las alcantarillas
• Escalera con anticaídas integrado.
• Rango de alta capacidad 150 kg.
• Instalación permanente.
• Dimensiones del perfil del riel: 48 x 32 x 3 mm.
• Material: Acero galvanizado en caliente o acero inoxidable (1.4571).
• Diseño: Escalera con montante central o solo barandilla.
• Distancia entre topes: 40 mm.
• Distancia entre peldaños: 280 mm.
• Peldaños: Rectos y soldados en la parte posterior del riel.
• Ancho de la escalera: 380 mm.
• Longitudes primarias: 5600 y 2800 mm.
• Longitudes de ajuste: 560, 840, 1120, 1400, 1680, 1960, 2240, 2520, 3080, 3360, 3640, 3920, 4200, 4480, 4760, 5040 y 5320 mm.
• Distancia máxima entre fijaciones: 1400 mm para la escalera y 1960 mm para la barandilla.EN 353-1

Sistema anticaídas
Usuario principal

Dispositivo FABA control deslizante
Deslizador flexible de detención de caídas.

En caso de caída, el mecanismo de bloqueo del carro anticaídas se 
bloquea en una de las muescas del perfil del riel y esto evita que el 
carro anticaídas se mueva hacia abajo y esta acción evita que el 
usuario se caiga.

Modelo Código
EN 353-1 Dispositivo FABA 514408

Arnés
Arnés HT Easyclimb
Arnés diseñado para subir y bajar escaleras equipadas con 
anticaídas EN 353-1, raíles o cable. Su exclusivo punto de 
fijación pectoral (patente Tractel), situado en el cinturón, facilita el 
movimiento de la escalera.

Modelo Código
HT Easyclimb - Talla M - 
Hebillas automáticas

66492
EN 361 / EN 358 / EN 813
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https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSS/FABA%20Safety%20Ladders/FABA%20Grip%20150kg/T2306%20TS%20FABA%20Grip%20150kg_EN.pdf
https://www.tractel.com/PIM/zz%20BIN/TS-%20HT%20Easyclimb%20fr%20uk.pdf
https://www.youtube.com/watch?v=fAD5_cam6w8
https://www.tractel.com/global/about-us/global-presence
https://www.youtube.com/watch?v=_Oa4hcYB2Qk
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSS/FABA%20Safety%20Ladders/FABA%20Grip%20150kg/FT_T2306_FABAGRIP150KG_ES.pdf
https://www.tractel.com/PIM/zz%20BIN/FT_T2402_HT%20EASYCLIMB_IND02_ES.pdf
https://www.tractel.com/es/respecto%20nosotros/presencia%20global
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20SP/FT_T2402_HT%20EASYCLIMB_IND02_ES.pdf
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Recomendaciones de productos
Sistema de anclaje

tracpode
• Puntos de anclaje anticaídas para 2 usuarios de 150 kg cada uno.

Los puntos de anclaje se pueden utilizar para trabajos de acceso
por cuerda.

• Punto de anclaje de elevación de material con una CMU de 500 kg
de acuerdo con la Directiva de Máquinas 2006/42/CE.

• Se puede utilizar para la elevación manual o motorizada de cargas.
• Instalación temporal.
• Diseñado para ser fácilmente transportable desde y hacia el sitio.

Modelo Código
tracpode - modelo largo + kit 2 
poleas EPI

273769

EN 795-B

Sistema anticaídas
Usuario principal Usuario secundario

blocfor 20 R ESD 150 kg con soporte
+ caRol R con soporte para trabajar
suspendido en cuerda

blocfor 1.8 A ESD 150 kg

Dispositivo anticaídas con tecnología ESD, apto para su 
uso en cubiertas planas. Cinta de 1,8 metros.

Modelo Código
blocfor 20R ESD 150 kg - 
cuerda galvanizada

Modelo Código75492

200368

280589

blocfor 1.8 A ESD 150 kg 
M10 - M47

70592
Soporte para Blocfor 20R

EN 360 / EN 1496 EN 1496 caRol R con soporte - cable de 
20 m

EN 360

Arnés
Arnés HT Transport
Diseñado para trabajos que requieran un alto grado de 
movilidad y la posibilidad de trabajar en suspensión. El 
arnés se abre completamente por la parte delantera, 
por lo que es especialmente fácil ponérselo y quitárselo 
varias veces al día si es necesario.

Arnés HT 22 con chaleco reflectante amarillo

1 anilla de amarre dorsal "anilla en D" / 1 anclaje esternal / 5 
puntos de ajuste / 1 cinta subglútea / chaleco amarillo integrado

Modelo Código
HT22 - Talla M - Hebillas 
estándar

83762
Modelo Código

HT Transport - Talla M - Hebillas 
automáticasEN 361 / EN 358 / EN 813 65952 EN 361
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https://youtu.be/1ZqFhQLZfoA
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20UK/TS_B1.8A%20ESD%20150%20KG%2010%2047.pdf
https://www.tractel.com/PIM/zz%20BIN/TS_Tracpode%20150kg%202273_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracpode%20150kg/Tracpode%20150kg%20UK/FT-T2274_Blocfor20R_150kg_IN00_UK.pdf
https://www.tractel.com/PIM/zz%20BIN/2276_TS%20CAROL%2020%20%2030%20%20150kg%20EN%20v00.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20UK/FT_T2560_HT22vestejaune_IND00_UK.pdf
https://www.tractel.com/global/products/confined-space
https://www.tractel.com/global/about-us/global-presence
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20UK/TS_HT%20transport%20A%20%20XP%20IND%2002.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20EVO%20ESD%20150kg/Blocfor%201.8%20EVO%20ESD%20150kg%20ES/FT_T2519_B18A_EVO_ESD_150kg_M10_M47_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracpode%20150kg/Tracpode%20150kg%20ES/FT_Tracpode%20150kg%202273_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracrod/Tracrod%20ES/FT_T2298_CONSOLEBLOCFORPOURTRACROD_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracpode%20150kg/Tracpode%20150kg%20ES/FT_T2277_SOPORTE_CAROL-30%20_150kg_IN00_%20ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20SP/FT_T2392_HTtransport-AXP_IND02_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20SP/FT_T2560_HT22VESTEYELLOW_IND00_ES.pdf
https://www.tractel.com/es/respecto%20nosotros/presencia%20global
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20ES/FT_T2413_BLOCFOR_1.8A_ESD_150%20KG_10_47_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20SP/FT_T2392_HT%20TRANSPORT-AXP_IND02_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Tracpode%20150kg/Tracpode%20150kg%20ES/FT_T2273_TRACPODE150KG_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%2020%20R%20ESD%20150kg/Blocfor%2020%20R%20G%20150kg/blocfor%2020R%20G%20150%20KG/FT_T2274_BLOCFOR20R150KG_IND01_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Specialties%20series/Specialistes%20series%20SP/FT_T2560_HT22VESTEYELLOW_IND00_ES.pdf
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Recomendaciones de productos
Sistema de anclaje

davitrac con caRol MO y soporte
+ Soporte mural

• Puntos de anclaje anticaídas para 2 usuarios de 150 kg cada uno. Los puntos de anclaje se pueden utilizar para aplicaciones de acceso por cuerda.
• Punto de anclaje de elevación de material con una CMU de 500 kg de conformidad con la Directiva de Máquinas 2006/42/CE.
• Se puede utilizar para la elevación manual o motorizada de cargas.
• Instalación permanente o temporal con varias bases disponibles.
• Diseñado para ser fácilmente transportable desde y hacia el sitio.

davitrac

caRol M O
Modelo Código

davitrac

Soporte mural

286819
210128

Soporte
EN 795-A

Sistema anticaídas
Usuario principal Usuario secundario

blocfor 1.8 A ESD 150 kg
Dispositivo anticaídas con tecnología ESD, apto para 
su uso en cubiertas planas. Cinta de 1,8 metros.

blocfor 1.8 A ESD 150 kg
Dispositivo anticaídas con tecnología ESD, apto para 
su uso en cubiertas planas. Cinta de 1,8 metros.

Modelo Código Modelo Código
blocfor 1.8 A ESD 150 kg 
M10 - M47

blocfor 1.8 A ESD 150 kg 
M10 - M47

70592 70592

EN 360 EN 360

Arnés
Arnés HT 55 A
Arnés universal y muy confortable con gran confort para un 
trabajo prolongado.
1 anilla con amarre dorsal "anilla en D" - 1 anclaje esternal - 
1 cinta subglútea confort - 3 puntos de ajuste - Perneras de 
montaña independientes - Almohadilla dorsal confort X-pad: 
transpirable y flexible

Arnés HT 22
1 anilla con amarre dorsal "anilla en D"/ 1 anclaje 
esternal / 5 puntos de ajuste / 1 cinta subglútea

Modelo Código
Modelo Código HT22 - Talla M - Hebillas 

estándarHT55 - Talla M - Hebillas 
automáticas

14002
EN 361 65632 EN 361

11 11
www.tractel.com www.tractel.com

https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20UK/TS_B1.8A%20ESD%20150%20KG%2010%2047.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20UK/FT_T2506_davitrac_ind01_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20UK/TS_B1.8A%20ESD%20150%20KG%2010%2047.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Expert%20series/Expert%20series%20UK/FT_T2383_HT55A_IND03_EN.pdf
https://www.tractel.com/global/products/confined-space
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20UK/FT_T2259_HT22_IND03_EN.pdf
https://www.tractel.com/global/about-us/global-presence
https://www.tractel.com/Website/services/FT_T2568_winch_carol_R-TS250-TS500-MO500_with_davitrac_bracket_ind00_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20UK/FT_T2511_clearance_mural_adapter_ind00_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20EVO%20ESD%20150kg/Blocfor%201.8%20EVO%20ESD%20150kg%20ES/FT_T2519_B18A_EVO_ESD_150kg_M10_M47_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20EVO%20ESD%20150kg/Blocfor%201.8%20EVO%20ESD%20150kg%20ES/FT_T2519_B18A_EVO_ESD_150kg_M10_M47_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Spain/FT_T2383_HT55A_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2506_davitrac_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2523_caRol_R_150kg-TS250-20m_&_30m_with_davitrac_bracket_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/T2511_FT%20soporte%20mural%20largo_ind00_ES.pdf
https://www.tractel.com/es/respecto%20nosotros/presencia%20global
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2506_DAVITRAC_IND00_ES.pdf
https://www.tractel.com/PIM/_recycle/FT_T2523_caRol_R_150kg-TS250-20m_&_30m_with_davitrac_bracket_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20ES/FT_T2413_BLOCFOR_1.8A_ESD_150%20KG_10_47_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20ES/FT_T2413_BLOCFOR_1.8A_ESD_150%20KG_10_47_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Spain/FT_T2383_HT55A_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
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Recomendaciones de productos
Sistema de anclaje

davimast con caRol TS y soporte
cabrestante manual para levantar material, CMU 250 kg + Soporte suelo

• Puntos de anclaje anticaídas para 2 usuarios de 150 kg cada uno.
• Punto de anclaje de elevación de material con una CMU de 250 kg de acuerdo con la Directiva de Máquinas 2006/42/CE.
• Se puede utilizar para la elevación manual de cargas.
• Instalación permanente o temporal con varias bases disponibles, igual que las bases davitrac excepto el adaptador estabilizador H portátil.
• Mástil diseñado para ser fácilmente transportable desde y hacia el sitio.

davimast Soporte

caRol
Modelo Código

davimast 210188

293799

210108

caRol TS 250kg con 20m de cable 
galvanizado galva y soporte

EN 795-A Adaptador de piso montado

Sistema anticaídas
Usuario principal

blocfor 1.8 A ESD 150 kg
Dispositivo anticaídas con tecnología ESD, apto para su 
uso en cubiertas planas. Cinta de 1,8 metros.

Modelo Código
blocfor 1.8 A ESD 150 kg 
M10 - M47

70592

ES 360

Arnés
Arnés HT 22
1 anilla de amarre dorsal "anilla en D" / 1 anclaje 
esternal / 5 puntos de ajuste / 1 cinta subglútea

Modelo Código
HT22 - Talla M - Hebillas 
estándar

14002
ES 361
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https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20UK/TS_B1.8A%20ESD%20150%20KG%2010%2047.pdf
https://www.tractel.com/global/products/confined-space
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20UK/FT_T2259_HT22_IND03_EN.pdf
https://www.tractel.com/global/about-us/global-presence
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20UK/FT_T2509_Davitrac%20Davimast%20Mounted_floor_adapter_ind00_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20UK/FT_T2590_matdavimast_IND00_uk.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20UK/FT_T2565_carolTS250Mavec%20console%20davimast_IND00_UK.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20EVO%20ESD%20150kg/Blocfor%201.8%20EVO%20ESD%20150kg%20ES/FT_T2519_B18A_EVO_ESD_150kg_M10_M47_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2590_matdavimast_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/T2509_FT%20soporte-base%20suelo_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2523_caRol_R_150kg-TS250-20m_&_30m_with_davitrac_bracket_ind00_ES.pdf
https://www.tractel.com/es/respecto%20nosotros/presencia%20global
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/blocfor/Blocfor%201.8%20ESD%20150kg/Blocfor%201.8%20ESD%20150kg%20ES/FT_T2413_BLOCFOR_1.8A_ESD_150%20KG_10_47_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2590_matdavimast_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2509_SOPORTE_BASE_SUELO_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2565_CAROL_TS250M_AVEC_CONSOLE_DAVIMAST_IND00_ES.pdf
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Recomendaciones de productos
Sistema de anclaje

Davimast equipado con 2 puntos de anclaje 360° para asegurar personas
+ Adaptador de pared
• Puntos de anclaje anticaídas para 2 usuarios de 150 kg cada uno.
• Punto de anclaje de elevación de material con una CMU de 250 kg de acuerdo con la Directiva de Máquinas 2006/42/CE.
• Se puede utilizar para la elevación manual de cargas.
• Instalación permanente o temporal con varias bases disponibles, igual que las bases davitrac excepto el adaptador estabilizador H portátil.
• Mástil diseñado para ser fácilmente transportable desde y hacia el sitio.

davimast Adaptador

Modelo Código punto de 
anclaje 360º

davimast

Punto de anclaje de 360°
Soporte suelo

210188
210198
210108

EN 795-A

Sistema anticaídas
Usuario principal Usuario secundario

LDA 150kg - 1,5m

Elemento de amarre de cuerda trenzada de 

12 mm con absorbedor de energía.

Longitud 1,5m - 2 conectores M10

LDA 150kg - 1,5m

Elemento de amarre de cuerda trenzada de 

12 mm con absorbedor de energía.

Longitud 1,5m - 2 conectores M10

Modelo Código Modelo Código
LDA 150kg - 1,5m - 
M10-M10

LDA 150kg - 1,5m - 
M10-M1077532 77532

EN 355 EN 355

Arnés
Arnés HT 22
1 anilla con amarre dorsal "anilla en D" / 1 anclaje 
esternal / 5 puntos de ajuste / 1 cinta subglútea

Arnés HT 22
1 anilla con amarre dorsal "anilla en D" / 1 anclaje 
esternal / 5 puntos de ajuste / 1 cinta subglútea

Modelo Código Modelo Código
HT22 - Talla M - Hebillas 
estándar

HT22 - Talla M - Hebillas 
estándar

14002 14002
EN 361 EN 361
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https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20UK/FT_T2259_HT22_IND03_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20UK/FT_T2259_HT22_IND03_EN.pdf
https://www.tractel.com/PIM/zz%20BIN/TS_LDA%20150kg%202291%20UK%20v00.pdf
https://www.tractel.com/PIM/zz%20BIN/TS_LDA%20150kg%202291%20UK%20v00.pdf
https://www.tractel.com/global/products/confined-space
https://www.tractel.com/global/about-us/global-presence
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20UK/FT_T2509_Davitrac%20Davimast%20Mounted_floor_adapter_ind00_EN.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20UK/FT_T2590_matdavimast_IND00_uk.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20UK/FT_T2567_consoleancragerotaif%20360davimast_IND00_UK.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2590_matdavimast_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2567_CONSOLEANCRAGEROTAIF360_DAVIMAST_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/T2509_FT%20soporte-base%20suelo_ind00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/Shock%20absorbing%20lanyard/LDA%20&%20LDAD%20shock%20absorbing%20braided%20rope/LDA%20shock%20absorbing%20braided%20rope/LDA%20shock%20absorbing%20braided%20rope%20ES/FT_T2291_FT_LDA150kg_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/Shock%20absorbing%20lanyard/LDA%20&%20LDAD%20shock%20absorbing%20braided%20rope/LDA%20shock%20absorbing%20braided%20rope/LDA%20shock%20absorbing%20braided%20rope%20ES/FT_T2291_FT_LDA150kg_ES.pdf
https://www.tractel.com/es/respecto%20nosotros/presencia%20global
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davimast/Davimast/Davimast%20SP/FT_T2590_matdavimast_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/Anchorage/temporary%20anchorage/Davitrac/Davitrac/Davitrac%20SP/FT_T2509_SOPORTE_BASE_SUELO_IND00_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/harnesses%20and%20belt/harnesses/Pro%20series/Pro%20series%20ES/FT_T2259_HT22_IND03_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/Shock%20absorbing%20lanyard/LDA%20&%20LDAD%20shock%20absorbing%20braided%20rope/LDA%20shock%20absorbing%20braided%20rope/LDA%20shock%20absorbing%20braided%20rope%20ES/FT_T2291_FT_LDA150kg_ES.pdf
https://www.tractel.com/PIM/Technical%20Data%20Sheets/HSP/fall%20arresters/Shock%20absorbing%20lanyard/LDA%20&%20LDAD%20shock%20absorbing%20braided%20rope/LDA%20shock%20absorbing%20braided%20rope/LDA%20shock%20absorbing%20braided%20rope%20ES/FT_T2291_FT_LDA150kg_ES.pdf


Configurador de espacios confinados

Seleccionar la solución adecuada para su aplicación en espacios confinados puede ser difícil. Hemos desarrollado un configurador 
de espacios confinados dedicado para ayudarlo a elegir la solución adecuada para sus circunstancias.

El configurador le permite elegir la solución adecuada para trabajar de forma segura en espacios reducidos.
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https://www.tractel.com/global/products/confined-space



